
CPP220/ACM
48x32 (Euro)
Plastic Industrial Pallet

Technical Data

Dimensions
Weight

Load Capacities
Static
Dynamic
Racking

Entry
Truckload Qty
Stack TL

47.2x31.5x5.9 inches   (1200x800x150 mm)
27.5 lbs

 
14100 lbs
3500 lbs
1100 lbs

4-way
646
1 7

TL (truckload) quantities are approximate and may vary by transport equipment or other factors. 

Handl ing Data

Nestable
No

Stackable
Yes

Rackable
Yes

Reusabil ity
One-Way

Destinat ion
Export

Airfreight
Yes

ISPM-15 Exempt
Yes

Food Grade
No

Pharmaceutical
Yes

Materials and Colors

Condition
N e w

Mater ia l
ACM (Recycled) 

 
 

Color
Black 

Deck Specs

Top Deck
Open 

Bottom Deck
3 Runner - Unidirectional Long Side 

Available Options:
CPP210 - No skids (nestable)
CPP220 - 3 Runner snap-on skids*
*Order with skids off for lower shipping cost

Features

Standard size used across EU

Design is popular in rail freight applications

Allows for safe double stacking

Impervious to acids, fats, solvents and odors

Resists water absorption & bacteria growth

Inert to infestation, mold and mildew

Consistently dimensionally accurate

Exempt from ISPM 15 shipping regulations
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